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 ROOF ACCESSORIES 

MOY Materials Ltd has taken care to ensure that the information provided in the literature is correct and up to date. However, it is not intended to form any 

part of a contract or provide a guarantee. Purchasers/intending purchasers should contact MOY Technical to check whether there have been any changes 

to the information since publication of the literature. Please ensure you have read the hazard labels and material safety data sheet before using this product. 

 
Product Description / Use: 
MOY Double-sided solvent free diagonal scrim tape has a high-tack adhesive supplied with a single paper liner.  
 
The tape adhesive is UV resistant and free of volatile solvents. 
It provides a good tack, ideal for the overlap bonding of 
PP/PE membranes and improves the air tightness of the build, 
helping satisfy Part L of the Building Regulations.  
 
MOY Double-sided tape can provide a stable join to difficult 
surfaces such as wood, chipboard, plastics or metals, with a 
high peel that is very resistant against moisture. 
 
 
 
 
Technical Properties: 
 

Properties Typical Results 

Support PES/PVA scrim, diagonal 

Interliner Release paper, yellow, 90g/m2 

Adhesive weight 230g/m2 

Total thickness 0.24mm 

Temperature - 40°C to + 100°C 

Adhesive strength Min 30N/25 mm 
Contact time : 1 hr 

 
Application Guidelines: 
Surfaces must be clean, dry, free from grease and dirt. Please note safety instructions should be followed 
and users are recommended to ensure compatibility of the solvent and their substrate. Ideal bonding 
substrates are those which are: clean, dry, flat, smooth, dust free and non-porous. 
 
Low temperatures may increase the risk of condensation, reducing the tack of the product. Life 
expectancy will vary with temperature and humidity. Product may be applied by hand, direct from a roll 
applying even pressure.  
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