LIQUID

Technical Data Sheet
Enke Multi Protect (EMP) MOY
Product Description:

Single-component, coloured, solvent-based protective coating on the basis of a weatherproof acrylic resin with
high vield and opacity.

Properties:

EMP is an easily spreadable protective coating with excellent adhesion to weathered, pre-weathered and new
metal and plastic surfaces as well as to wooden materials, fibre cement and Enkopur or Enkryl waterproofing
systems. It is elastic, weatherproof and flexible at low temperatures down to approx. -25°C.

Designated Use:

Surface-protecting coating for gutters, downpipes and
eaves flashings as a preventive protection against oxidation
acid corrosion caused by bitumen degradation products
(bitumen corrosion). UV-resistant long-term protection
from aggressive environmental influences. The different
colours allow optical adaptation to the environment.

Certification:

LRWA c E E::TA

Liquid Roofing and
Waterproofing Association

Application:
It is applied with a short-piled varnishing roller or a paint brush without the need for either a special adhesive
primer or a diluting agent.

Usually no special pre-treatment is required on new, clean surfaces. In the event of substrates still provided with
old coats of paint, etc,, test adhesion in a preliminary test. In the case of weathered or soiled metal sheets
thorough cleaning is required, possibly also roughening. Clean the tools with a suitable solvent, e.g.
ENKOCLEAN. We recommend priming of the surface with Universal Primer 933 in areas with stagnant water
(particularly in the event of steel and/or iron, galvanised steel or zinc surfaces).

Technical data:

Basis: Weather-resistant acrylic resin

Delivery form: Liguid

Colours: Anthracite, russet, patina, grey, stainless steel, white
Density: Approx. 1.4 g/cm? at 20°C

Skin-forming time: Approx. 2 hrs. at 20°C

Viscosity: Approx. 4,000 mPa:-s (thixotropic) at 20°C
Flashpoint: Approx. 32°C
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Consumption:

Approx. 140 ml/m?2 (approx. 200 g/m32).

Delivery form:
4 kg tin packing drum (stainless steel colour: 3.5 kg tin packing drum).

Custom colours can be supplied in the event of a minimum purchase quantity of 200 kg.

Storage:
Cool, dry, in sealed original containers; for more information see SDS.

Shelf life:
At least 12 months if stored properly.

Disposal:

As soon as you have finished using the product, empty the packing drums completely to allow proper disposal,
ensuring they are scraped out and drip-free. Tin containers emptied of residue can be recycled using
appropriate steel recycling channels. As a certified user of the German recycling logo ENKE can provide a list of
collection points.

The user shall dispose of non-hardened adhesive materials or larger amounts of product residues in tin
containers at his costs as this is special waste.

MOY Materials Ltd has taken care to ensure that the information provided in the literature is correct and up to date. However, it is not intended to form any part of a contract or provide a
guarantee. Purchasers/intending purchasers should contact MOY Technical to check whether there have been any changes to the information since publication of the literature. Please

ensure you have read the hazard labels and material safety data sheet before using this product.
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